
Features

• Output range: 20Vdc to 28.8Vdc
Nominal Output: 28.8Vdc

•  Top, bottom or rear cable entry

•  24-hour or 72-hour standby capability

•  Fully monitored to AS 7240.4:2018

•  Local LEDs for fast fault-finding

•  Selectable earth fault monitoring

•  (120 to 253)Vac / 50Hz input

• Protected against short circuit and
overload

•  Removable terminals for up to 2.5mm
cable

•  Fire alarm charger disable facility

• Volt-free fault relay output

• Common Fault, Battery Fault, Mains
fault, Earth Fault

• Space for up to 2 x 17Ah batteries
or up to 45Ah in the HLS PS DB2
when selecting Out1+Out 2 = Max
2.2; Max 4A (in Alarm mode)

HLSPS DB2 
Power Supply Units (PSUs)

General
Notifier’s range of PSUs includes all of the necessary monitoring and 

standby capability demanded by AS ISO 7240.18 Power Supply Equipment 

standard. The unit comes within the steel enclosure for ease of use, offering 2A 

or 4A alarm capability.

HLSPS DB2 has an input that may be used to disable the battery charging in a fire 

condition so that the full output is provided to the driven equipment. This 

maximises the output current capability whilst allowing full monitoring and 

protection of the outputs. This flexibility means that the power supply to offer 

appropriate standby  (e.g. 24 or 72 hours) for the system may be selected

Power Supplies & Batteries

Power Supply Adapter

The adapter board is an option for the HLSPS-DB2 power supply if more than one 

fault relay is required.

The adapter board is equipped with a relay for mains, battery and collective faults as 

well as earth faults

Installation

The units are in easy to use surface mounting steel enclosures with knock-outs for 

top or rear cable entry.

HLSPS-DB2

HLSPS-ADPTR



Electrical Specifications

Input Voltage 120 Vac to 253 Vac  50/60 Hz

Number of Outputs 1 or 2 outputs configurable through DIP SW1-1

Output Voltage 28.8VDC +/1 2%

Output Current
Max 3.0 A (while charging, 26Ah Battery), 
4.0 A (no charging, alarm input condition)

Charger Current
7Ah, 12Ah, 17Ah, 26Ah, 38Ah and 45Ah configurable 
through DIP 1/5,6,7

Approval 
AS 7240.4: 2018; SAI Global Listing #SMK40640-5 
- 0.3A to 1.9A battery dependent

Mainss Fault Relay Configurable delay 30 minutes DIP SW1/4

Cable Capacity 2.5mm2 CSA

Mechanical Specifications

Dimensions 410.5(w) x 490.2(h) x 202.5(d) mm

Mounting Hole Centres 336mm (horizontal),
405mm (vertical) (see diagram)

Conduit Knockouts Top:  
2 knockouts  ø 21mm 6 knockouts  
ø 6 mm Rear:  
8 knockouts ø 20 mm

Enclosure Protection IP30

Ordering Information

HLSPS-DB2 24VDC Power Supply, up to 3 Amp / Batteries: 26Ah, 
38Ah, 45Ah

HLSPS-ADPTR Adapter board PCB

Specifications

Agency Listings and Approvals

The listings and approvals below apply to the module specified in this document.  In some  

cases, certain devices or applications may not be listed by certain approval agencies, 

or listing may be in process. Consult system consultant for latest listing status.

• AS7240.4:2018

• SAI Global certificate #SMK40640-5

For more information, contact Notifier: 

Phone	(Australia):	1800	220	345	(Toll	free) 

Phone	(New	Zealand):	800	220	345	(Toll	free)

www.notifier.com.au

www.notifier.co.nz
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